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51.50 in.
6.500 in.
2.75 in.

°C

VAC

A

W

Hz
%

Test Temperature:

38.87

Power Factor:

277.0

0.1563

Mounting: Surface
Ballast/Driver: One Everline D10CC55UNVTZ-C

Luminous Length:

Luminaire Description: White aluminum housing, white aluminum reflector, plastic prismatic lens 
enclosure

Lamp: 128 whtie LEDs, four boards with 32 LEDs each
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Laboratory results may not be representative of field performance

Ballast factors have not been applied

 Maximum Candela: 1403 Candela  

4025 Lumens

 Luminaire Efficacy: 107.5 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Luminous Width:

Frequency:

19.8

Electrical DataSummary of Results

Voltage:

24.9

60

0.898

Current THD:

Power:

Current:



Lumens

Candela

0.0%276.5 6.9% 12.6115-120
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0.9%

1.1%

1.3% 0

0

0
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134.2

171.7

125-1305.1%65-70 207.0

0.0%

0.0%

145-1507.0%

6.1%

5.0%

3.8%

2.4%

70-75

75-80

80-85

0.1%

0.0%

70.7

0.0%

14031.21

Total Lumen Output:Spacing Criteria

0-5 242.3 6.0% 0.2%

ZoneZone % of Luminaire

7.5120-12560-6532.8

1.21

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

37.43 W

Distribution - Goniophotometer

Frequency Current THD

0.3126 A 0.99725.2 °C 120.0 VAC 60 Hz 5.90 %

4025

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w107.5

135-14015-20

10-15
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Luminaire Efficacy:

1.8%85-90281.3

308.4

328.6

336.3

327.6

306.5

44.6

35.5

26.9

18.9

25-30

8.2%

7.7% 54.3

8.1%

7.6%

8.4%

130-135

2.4%98.4

Zonal Lumen Summary

Zone

Polar Plot

Lumens % of Luminaire Lumens % of LuminaireLumens

203.0

152.4 4.3%

3.3%

1.3

0.1

3.695.35-10

0

0.8%

0-60

0-90

1648

2895

41.0%

71.9%

0-40

90-180

3820

205

94.9%

5.1%

Zone Lumens % of Luminaire

20-25 140-145
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394 1394

5 1379 1370 1350 1339 1343 1339 1350 1370 1379 1370 1350 1339 1343 1339 1350 1370

10 1357 1325 1304 1297 1300 1297 1304 1325 1357 1325 1304 1297 1300 1297 1304 1325

15 1321 1275 1253 1229 1232 1229 1253 1275 1321 1275 1253 1229 1232 1229 1253 1275

20 1270 1220 1186 1190 1192 1190 1186 1220 1270 1220 1186 1190 1192 1190 1186 1220

25 1208 1153 1136 1123 1126 1123 1136 1153 1208 1153 1136 1123 1126 1123 1136 1153

30 1132 1073 1066 1072 1084 1072 1066 1073 1132 1073 1066 1072 1084 1072 1066 1073

35 1044 992 996 1032 1059 1032 996 992 1044 992 996 1032 1059 1032 996 992

40 943 907 929 988 1009 988 929 907 943 907 929 988 1009 988 929 907

45 835 813 865 904 906 904 865 813 835 813 865 904 906 904 865 813

50 720 720 774 786 788 786 774 720 720 720 774 786 788 786 774 720

55 595 617 666 681 690 681 666 617 595 617 666 681 690 681 666 617

60 473 514 552 587 602 587 552 514 473 514 552 587 602 587 552 514

65 358 404 455 506 527 506 455 404 358 404 455 506 527 506 455 404

70 259 302 371 436 465 436 371 302 259 302 371 436 465 436 371 302

75 173 217 297 364 385 364 297 217 173 217 297 364 385 364 297 217

80 102 150 228 279 294 279 228 150 102 150 228 279 294 279 228 150

85 46 99 165 209 222 209 165 99 46 99 165 209 222 209 165 99

90 17 63 121 162 172 162 121 63 17 63 121 162 172 162 121 63

95 14 46 99 136 145 136 99 46 14 46 99 136 145 136 99 46

100 12 31 82 115 123 115 82 31 12 31 82 115 123 115 82 31

105 9 19 64 95 104 95 64 19 9 19 64 95 104 95 64 19

110 6 8 47 75 85 75 47 8 6 8 47 75 85 75 47 8

115 4 2 31 57 66 57 31 2 4 2 31 57 66 57 31 2

120 2 1 17 40 49 40 17 1 2 1 17 40 49 40 17 1

125 1 0 6 25 32 25 6 0 1 0 6 25 32 25 6 0

130 0 0 0 12 19 12 0 0 0 0 0 12 19 12 0 0

135 0 0 0 1 7 1 0 0 0 0 0 1 7 1 0 0

140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Candela Tabulation
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Average Luminance (cd/m
2
)
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4743 4743 4743 4743 4609 4609 4609 4609 4358 4358 4358 4129 4129 4129 3919 3919 3919 3820

4288 4079 3891 3722 4155 3967 3796 3642 3756 3617 3489 3563 3450 3345 3385 3294 3210 3109

3889 3541 3253 3011 3762 3447 3183 2958 3269 3048 2858 3105 2922 2762 2954 2804 2670 2570

3542 3104 2765 2495 3423 3024 2711 2459 2874 2608 2389 2734 2510 2321 2605 2417 2256 2157

3241 2748 2387 2111 3131 2680 2344 2085 2552 2263 2033 2433 2185 1983 2323 2111 1935 1839

2980 2454 2087 1815 2880 2396 2053 1796 2287 1987 1757 2185 1924 1719 2091 1864 1682 1590

2752 2209 1845 1583 2660 2160 1817 1568 2066 1763 1538 1978 1712 1508 1896 1662 1479 1391

2551 2002 1647 1398 2468 1960 1624 1385 1879 1579 1361 1803 1536 1337 1732 1494 1313 1229

2375 1827 1482 1246 2300 1790 1463 1236 1720 1425 1216 1653 1389 1196 1591 1354 1177 1097

2219 1676 1344 1120 2151 1644 1328 1112 1583 1296 1095 1525 1265 1079 1470 1235 1062 987

2080 1547 1227 1015 2018 1518 1213 1008 1464 1186 994 1413 1159 980 1365 1133 966 894

6

7

8

9

10

Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 

Reflectance
80

** Values are expressed as Lumens delivered to the task surface **

50 30 10 30 0

70

4

5

50 30 10 50
Wall 

Reflectance
70

Room Cavity 

Ratio (RCR)

0

1

2

3

70

50 30 10 0

50 30 10 10 50 30 10

9.68 13.9

Cone of Light Tabulation

10.0 13.9 11.6
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16.0 5.45 18.6

Cone of Light Plot

14.0 7.11 16.3

Footcandles 

at Nadir

Diameter 

(Feet)

4.00 87.2 4.64

6.00 38.7 6.97

8.00 21.8 9.29

Mounting 

Height 

12.0


