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The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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24.25 in.
18.63 in.
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A

W
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%

Mounting: Surface

Luminaire Description: White steel housing / reflector, no enclosure
Lamp: 624 white LEDs
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 9594 Candela  

28180 Lumens

 Luminaire Efficacy: 149 lm/w 

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

5.56

Test ConditionsSummary of Results

Voltage:

Test Temperature:

189.1

Power Factor:

120.0

1.578

Ballast/Driver: Two Everline D23CC90UNVT-F (2.3A)

Luminous Length:

25.0

60

0.998

Current THD:

Power:

Current:

Luminous Width:
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60 Hz 5.56 %

28180

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w149.0Luminaire Efficacy:

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

189.1 W

Distribution - Goniophotometer

Frequency Current THD

1.578 A 0.99825.0 °C 120.0 VAC

1870

0

95941.30

Total Lumen Output:Spacing Criteria

0-5 1930 6.8% 0.0%
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583 9583

5 9542 9555 9565 9553 9547 9553 9565 9555 9542 9555 9565 9553 9547 9553 9565 9555

10 9445 9458 9473 9460 9454 9460 9473 9458 9445 9458 9473 9460 9454 9460 9473 9458

15 9273 9291 9306 9295 9289 9295 9306 9291 9273 9291 9306 9295 9289 9295 9306 9291

20 9040 9057 9077 9062 9061 9062 9077 9057 9040 9057 9077 9062 9061 9062 9077 9057

25 8741 8759 8777 8759 8764 8759 8777 8759 8741 8759 8777 8759 8764 8759 8777 8759

30 8371 8392 8411 8394 8401 8394 8411 8392 8371 8392 8411 8394 8401 8394 8411 8392

35 7948 7959 7972 7956 7966 7956 7972 7959 7948 7959 7972 7956 7966 7956 7972 7959

40 7365 7420 7464 7450 7454 7450 7464 7420 7365 7420 7464 7450 7454 7450 7464 7420

45 6775 6801 6889 6878 6877 6878 6889 6801 6775 6801 6889 6878 6877 6878 6889 6801

50 6062 6110 6191 6230 6231 6230 6191 6110 6062 6110 6191 6230 6231 6230 6191 6110

55 5296 5352 5462 5520 5355 5520 5462 5352 5296 5352 5462 5520 5355 5520 5462 5352

60 4473 4532 4630 4131 4119 4131 4630 4532 4473 4532 4630 4131 4119 4131 4630 4532

65 3582 3649 3417 3379 3383 3379 3417 3649 3582 3649 3417 3379 3383 3379 3417 3649

70 2676 2741 2492 2589 2554 2589 2492 2741 2676 2741 2492 2589 2554 2589 2492 2741

75 1753 1824 1686 1511 1540 1511 1686 1824 1753 1824 1686 1511 1540 1511 1686 1824

80 909 864 790 842 870 842 790 864 909 864 790 842 870 842 790 864

85 248 235 249 255 268 255 249 235 248 235 249 255 268 255 249 235

90 5 10 13 19 22 19 13 10 5 10 13 19 22 19 13 10

95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

135 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)
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Candela Tabulation

Horizontal Angle (Degrees)

85

55

27470

32040



33553 33553 33553 33553 32773 32773 32773 32773 31316 31316 31316 29984 29984 29984 28760 28760 28760 28185

30731 29416 28237 27176 29966 28777 27704 26732 27580 26697 25888 26480 25761 25095 25467 24890 24350 23763

27948 25646 23741 22140 27207 25113 23362 21875 24113 22638 21364 23191 21959 20877 22337 21319 20411 19803

25460 22499 20207 18381 24760 22052 19927 18214 21211 19389 17889 20433 18880 17575 19711 18397 17272 16656

23287 19905 17429 15537 22637 19529 17216 15427 18820 16806 15212 18161 16416 15003 17548 16044 14799 14186

21392 17757 15217 13342 20796 17440 15052 13267 16839 14733 13119 16280 14428 12974 15758 14136 12833 12231

19734 15962 13431 11614 19191 15693 13300 11561 15182 13047 11456 14705 12804 11352 14258 12570 11251 10666

18279 14450 11968 10229 17787 14220 11863 10190 13783 11659 10113 13374 11462 10037 12989 11273 9962 9398

17000 13167 10757 9101 16555 12970 10671 9072 12595 10505 9014 12242 10343 8956 11910 10188 8900 8359

15870 12070 9742 8170 15468 11900 9671 8147 11575 9533 8103 11269 9400 8058 10981 9270 8015 7496

14869 11124 8883 7391 14505 10977 8824 7374 10695 8709 7339 10428 8597 7304 10177 8488 7270 6774

Test Number 1222345 - Page 5 of 6

Cone of Light Plot
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** Values are expressed as Lumens delivered to the task surface **
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

12.0

14.0

16.0

599

266

150

95.8

66.5

48.9

37.4

4.00

6.00

8.00

20.8

Beam and Field Information

CIE Type:

Center Beam Intenisty:

Central Cone Intensity:

Beam Flux:

Beam Angle (0-180):

Beam Angle (90-270):

Field Angle (0-180):

Field Angle (90-270):

Candela

Candela

Lumens

Degrees

Degrees

Degrees

Degrees

Direct

9583

Cone of Light Tabulation

Mounting 

Height 

Footcandles at 

Nadir

Diameter 

(Feet)

9573

21831.1

116.2

112.6

159.4

158.5

13.0

15.6

18.2

5.21

7.81

10.4
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 

 fc  fc 1 fc 0.5 fc 0.2 fc 0.1 fc


