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Derek Smarr, Technician Carissa Samonte-cam, Project Handler

The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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24.25 in.
18.63 in.

°C

VAC

A

W

Hz
%

Mounting: Surface

Luminaire Description: White steel housing / reflector, no enclosure
Lamp: 624 white LEDs
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 6695 Candela  

19660 Lumens

 Luminaire Efficacy: 154.6 lm/w 

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

6.47

Test ConditionsSummary of Results

Voltage:

Test Temperature:

127.1

Power Factor:

120.0

1.063

Ballast/Driver: Two Everline D23CC90UNVT-F (1568mA)

Luminous Length:

25.2

60

0.995

Current THD:

Power:

Current:

Luminous Width:
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60 Hz 6.47 %

19660

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w154.6Luminaire Efficacy:

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

127.1 W

Distribution - Goniophotometer

Frequency Current THD

1.063 A 0.99525.2 °C 120.0 VAC

1304

0

66951.30

Total Lumen Output:Spacing Criteria

0-5 1347 6.9% 0.0%

ZoneZone % of Luminaire
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686 6686

5 6672 6663 6671 6662 6658 6662 6671 6663 6672 6663 6671 6662 6658 6662 6671 6663

10 6604 6596 6605 6596 6594 6596 6605 6596 6604 6596 6605 6596 6594 6596 6605 6596

15 6483 6477 6489 6481 6477 6481 6489 6477 6483 6477 6489 6481 6477 6481 6489 6477

20 6320 6316 6325 6317 6318 6317 6325 6316 6320 6316 6325 6317 6318 6317 6325 6316

25 6112 6109 6120 6109 6110 6109 6120 6109 6112 6109 6120 6109 6110 6109 6120 6109

30 5859 5856 5863 5853 5857 5853 5863 5856 5859 5856 5863 5853 5857 5853 5863 5856

35 5554 5555 5562 5549 5553 5549 5562 5555 5554 5555 5562 5549 5553 5549 5562 5555

40 5147 5175 5204 5195 5194 5195 5204 5175 5147 5175 5204 5195 5194 5195 5204 5175

45 4733 4742 4804 4795 4791 4795 4804 4742 4733 4742 4804 4795 4791 4795 4804 4742

50 4234 4259 4320 4348 4335 4348 4320 4259 4234 4259 4320 4348 4335 4348 4320 4259

55 3699 3736 3806 3850 3753 3850 3806 3736 3699 3736 3806 3850 3753 3850 3806 3736

60 3121 3157 3232 2881 2867 2881 3232 3157 3121 3157 3232 2881 2867 2881 3232 3157

65 2504 2546 2384 2356 2353 2356 2384 2546 2504 2546 2384 2356 2353 2356 2384 2546

70 1868 1910 1739 1806 1787 1806 1739 1910 1868 1910 1739 1806 1787 1806 1739 1910

75 1229 1273 1178 1054 1064 1054 1178 1273 1229 1273 1178 1054 1064 1054 1178 1273

80 635 603 549 586 608 586 549 603 635 603 549 586 608 586 549 603

85 175 161 177 178 185 178 177 161 175 161 177 178 185 178 177 161

90 3 6 8 11 13 11 8 6 3 6 8 11 13 11 8 6

95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

135 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)
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Candela Tabulation

Horizontal Angle (Degrees)

85

55

19110

22450



23405 23405 23405 23405 22861 22861 22861 22861 21845 21845 21845 20916 20916 20916 20062 20062 20062 19661

21437 20519 19698 18957 20903 20074 19326 18648 19239 18623 18058 18472 17970 17506 17765 17362 16986 16577

19495 17890 16561 15444 18979 17518 16296 15259 16820 15792 14903 16177 15318 14563 15582 14872 14238 13814

17760 15694 14095 12822 17272 15383 13900 12705 14796 13525 12478 14253 13170 12260 13749 12833 12048 11618

16244 13885 12157 10838 15791 13623 12009 10761 13128 11723 10611 12668 11451 10465 12241 11191 10323 9895

14922 12387 10615 9307 14506 12165 10500 9254 11746 10277 9151 11356 10064 9050 10992 9860 8952 8532

13765 11134 9369 8101 13387 10946 9278 8064 10590 9101 7991 10257 8931 7919 9946 8768 7848 7440

12750 10079 8348 7135 12407 9919 8275 7108 9614 8133 7054 9329 7995 7001 9061 7863 6949 6556

11859 9185 7503 6348 11548 9047 7444 6328 8785 7327 6287 8539 7215 6247 8308 7106 6208 5830

11070 8419 6795 5699 10790 8301 6746 5683 8074 6650 5652 7861 6557 5621 7659 6466 5591 5229

10372 7759 6196 5156 10118 7657 6155 5143 7460 6075 5119 7274 5997 5095 7099 5921 5071 4725
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Cone of Light Plot
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** Values are expressed as Lumens delivered to the task surface **
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

12.0

14.0

16.0

418

186

104

66.9

46.4

34.1

26.1

4.00

6.00

8.00

20.8

Beam and Field Information

CIE Type:

Center Beam Intenisty:

Central Cone Intensity:

Beam Flux:

Beam Angle (0-180):

Beam Angle (90-270):

Field Angle (0-180):

Field Angle (90-270):

Candela

Candela

Lumens

Degrees

Degrees

Degrees

Degrees

Direct

6686

Cone of Light Tabulation

Mounting 

Height 

Footcandles at 

Nadir

Diameter 

(Feet)

6679

15228.4

116.2

112.7

159.4

158.5

13.0

15.6

18.2

5.21

7.81

10.4
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 

0.5 fc 0.2 fc 0.1 fc 0.05 fc 0.02 fc 0.01 fc


