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Luminaire Description: White steel housing / reflector, no enclosure

Lamp: 624 white LEDs
Mounting: Surface
Ballast/Driver: Two Everline D23CC90UNVT-F (970mA)

Luminaire

Luminaire Characteristics

Luminous Length: 24.25 in.
Luminous Width: 18.63 in.
Summary of Results Test Conditions
Total Luminaire Output: 12280 Lumens Test Temperature: 24.6 °C
Luminaire Efficacy: 155.7 Im/w Voltage: 120.0 VAC
Maximum Candela: 4178 Candela Current: 0.6627 A
Power: 78.87 W
Power Factor: 0.992
Frequency: 60 Hz
Current THD: 8.38 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current

Power

Power Factor

Freguency

Current THD

24.6 °C

120.0 VAC

0.6627 A

78.87 W

0.992

60 Hz

8.38 %

Spacing Criteria

0-180: 1.30
90-270: 1.30

Summary of Results
Total Lumen Output:
Luminaire Efficacy:
Maximum Candela:

Polar Plot

12280 Lumens
155.7 Im/w
4178 Candela
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens [% of Luminaire Zone Lumens % of Luminaire
0-5 100 0.8% 60-65 841 6.8% 120-125 0 0.0%
5-10 296 2.4% 65-70 668 5.4% 125-130 0 0.0%

10-15 485 3.9% 70-75 482 3.9% 130-135 0 0.0%

15-20 659 5.4% 75-80 283 2.3% 135-140 0 0.0%

20-25 814 6.6% 80-85 126 1.0% 140-145 0 0.0%

25-30 946 7.7% 85-90 24 0.2% 145-150 0 0.0%

30-35 1050 8.6% 90-95 0 0.0% 150-155 0 0.0%

35-40 1120 9.1% 95-100 0 0.0% 155-160 0 0.0%

40-45 1152 9.4% 100-105 0 0.0% 160-165 0 0.0%

45-50 1147 9.3% 105-110 0 0.0% 165-170 0 0.0%

50-55 1099 8.9% 110-115 0 0.0% 170-175 0 0.0%

55-60 986 8.0% 115-120 0 0.0% 175-180 0 0.0%

Zone Lumens |% of Luminaire
0-40 5470 44 5%
0-60 9854 80.2%
0-90 12278 100.0%
90-180 0 0.0%

Test Number 1222347 - Page 3 of 6



Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 225 | 45 67.5 | 90 [112.5| 135 |157.5| 180 | 202.5| 225 | 247.5| 270 | 292.5 | 315 | 337.5
0 4173 4173 | 4173 4173 | 4173 | 4173 | 4173 | 4173 | 4173 | 4173 | 4173 | 4173 4173 4173 4173 | 4173
5 4152 4161 | 4165 | 4160 | 4158 | 4160 | 4165 | 4161 | 4152 4161 | 4165 | 4160 4158 4160 4165 | 4161
10 4110 | 4119 | 4125 | 4120 | 4117 | 4120 | 4125 | 4119 | 4110 | 4119 | 4125 | 4120 4117 4120 4125 | 4119
15 4038 4046 | 4052 4047 | 4047 | 4047 | 4052 | 4046 | 4038 | 4046 | 4052 | 4047 4047 4047 4052 | 4046
20 3939 3944 | 3952 3945 | 3946 | 3945 [ 3952 | 3944 | 3939 3944 | 3952 | 3945 3946 3945 3952 3944
25 3813 3815 | 3821 3815 | 3817 | 3815 | 3821 | 3815 | 3813 3815 | 3821 | 3815 3817 3815 3821 3815
30 3656 3658 | 3662 3655 | 3657 | 3655 | 3662 | 3658 | 3656 3658 | 3662 | 3655 3657 3655 3662 3658
35 3470 3470 | 3474 3466 | 3468 | 3466 | 3474 | 3470 | 3470 3470 | 3474 | 3466 3468 3466 3474 3470
40 3217 3235 | 3251 3243 | 3244 | 3243 | 3251 | 3235 | 3217 3235 | 3251 | 3243 3244 3243 3251 3235
45 2958 2960 | 3003 2994 | 2991 | 2994 [ 3003 | 2960 | 2958 2960 | 3003 | 2994 2991 2994 3003 2960
50 2651 2661 | 2695 2713 | 2711 | 2713 | 2695 | 2661 | 2651 2661 | 2695 | 2713 2711 2713 2695 2661
55 2315 2333 | 2378 2404 | 2338 | 2404 | 2378 | 2333 | 2315 2333 | 2378 | 2404 2338 2404 2378 2333
60 1956 1973 | 2015 1798 | 1789 | 1798 | 2015 | 1973 | 1956 1973 | 2015 | 1798 1789 1798 2015 1973
65 1567 1588 | 1495 1469 | 1468 | 1469 | 1495 | 1588 | 1567 1588 | 1495 | 1469 1468 1469 1495 1588
70 1170 1192 | 1084 1126 | 1110 | 1126 | 1084 | 1192 | 1170 1192 1084 | 1126 1110 1126 1084 1192
75 774 795 733 658 664 | 658 | 733 795 774 795 733 658 664 658 733 795
80 400 375 344 365 376 | 365 | 344 375 400 375 344 365 376 365 344 375
85 113 101 109 109 117 109 109 101 113 101 109 109 117 109 109 101
90 2 3 5 6 6 6 5 3 2 3 5 6 6 6 5 3
95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Average Luminance (cd/mz)
Horizontal Angle (Degrees)
0 45
L 0 14320 14320 14320
8 45 14360 14580 14520
3 :‘,’ 55 13850 14230 13990
j=Na) 65 12720 12140 11920
2 75 10260 9725 8806
85 4464 4282 4595

Test Number 1222347 - Page 4 of 6




Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

e e 80 70 50 30 10 0
ReerWc atlgnce 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
';‘;?i? ((;@'F'g ** Values are expressed as Lumens delivered to the task surface **
0 14615| 14615 |14615| 14615 | 14276 |14276(14276| 14276| 13641 | 13641 | 13641 | 13061 | 13061 | 13061 | 12528 | 12528 | 12528 [12277|
1 13386| 12814 |12300| 11838 | 13053 |12535(12068| 11645|12014| 11629 | 11277 | 11535 | 11222 | 10932 | 11093 | 10842 | 10607 [10352
2 12174 11171 |10342| 9644 | 11851 |10939|10177| 9529 | 10504 9861 | 9306 | 10102 | 9565 9094 9730 9287 | 8891 |8626
3 11090| 9801 | 8802 | 8007 | 10785 | 9606 | 8680 | 7934 | 9240 | 8446 | 7793 | 8901 | 8224 | 7656 8586 | 8014 | 7524 [7256
4 10144 8671 7592 | 6768 9861 | 8507 | 7499 | 6720 | 8198 | 7321 | 6626 | 7911 | 7151 6535 7644 6989 | 6447 |6179
5 9318 | 7735 | 6629 | 5812 | 9059 | 7597 | 6557 | 5779 | 7335 | 6418 | 5715 | 7092 | 6285 | 5652 6864 | 6158 | 5590 [5328
6 8596 | 6953 5850 | 5059 | 8359 | 6836 | 5794 | 5036 | 6613 [ 5683 | 4990 | 6405 | 5577 4945 6211 5476 | 4901 |4646
7 7962 | 6294 | 5213 | 4456 | 7748 | 6194 | 5168 | 4439 | 6004 | 5079 | 4405 | 5825 | 4993 | 4372 5658 | 4910 | 4339 [4094
8 7405| 5736 | 4686 | 3964 | 7211 | 5650 | 4648 | 3952 | 5486 | 4576 | 3926 | 5332 | 4505 3901 5188 4438 | 3877 |3641
9 6913 | 5257 | 4243 | 3559 6738 | 5183 | 4213 | 3549 | 5042 | 4153 | 3529 | 4909 | 4094 3510 4783 4038 | 3491 |3265
10 6477 | 4845 | 3869 | 3219 6318 | 4781 | 3843 | 3212 | 4658 | 3793 | 3196 | 4542 | 3745 3181 4433 3697 | 3166 |2950
Cone of Light Tabulation Beam and Field Information
Mounting |Footcandles at Diameter CIE Type: Direct
Height Nadir (Feet) Center Beam Intenisty: 4173 Candela
4.00 261 5.21 Central Cone Intensity: 4169 Candela
6.00 116 7.81 Beam Flux: 9512.8 Lumens
8.00 65.2 10.4 Beam Angle (0-180): 116.4 Degrees
10.0 41.7 13.0 Beam Angle (90-270): 112.7 Degrees
12.0 29.0 15.6 Field Angle (0-180): 159.5 Degrees
14.0 21.3 18.2 Field Angle (90-270): 158.4 Degrees
16.0 16.3 20.8

Cone of Light Plot
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