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48.00 in.
9.250 in.
2.00 in.

°C

VAC

A

W

Hz
%

Test Temperature:

29.67

Power Factor:

120.0

0.2481

Mounting: Surface – Ceiling
Ballast/Driver: One Universal Lighting Technologies Everline D10CC55UNVTZ-C driver (640 mA)

Luminous Length:

25.1

60

0.996

Current THD:

Power:

Current:

Luminous Width:
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 1811 Candela  

3735 Lumens

 Luminaire Efficacy: 125.9 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

6.87

Test ConditionsSummary of Results

Voltage:

Lamp: 224 white LEDs

Luminaire Description: White formed steel housing, clear patterned plastic lens enclosure. Tested in 
A.L.P. SEP240 DLC reference housing.
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Total Lumen Output:Spacing Criteria

0-5 128.4 3.4% 0.3%

ZoneZone % of Luminaire

11.1120-12560-6543.1

1.30

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

29.67 W

Distribution - Goniophotometer

Frequency Current THD

0.2481 A 0.99625.1 °C 120.0 VAC 60 Hz 6.87 %

3735

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w125.9Luminaire Efficacy:

135-14015-20

10-15
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0.9%85-90369.9
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3.6%

Zone Lumens

0 Deg. Plane 90 Deg. Plane 180 Deg. Plane 270 Deg. Plane 

0 15 30 

45 

60 

75 

90 

105 120 135 150 180 

15 30 

45 

60 

75 

90 

105 120 135 150 

500 

1000 

1500 



0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807 1807

5 1805 1802 1803 1804 1796 1804 1803 1802 1805 1802 1803 1804 1796 1804 1803 1802

10 1787 1784 1790 1801 1794 1801 1790 1784 1787 1784 1790 1801 1794 1801 1790 1784

15 1757 1757 1768 1744 1723 1744 1768 1757 1757 1757 1768 1744 1723 1744 1768 1757

20 1715 1720 1684 1592 1562 1592 1684 1720 1715 1720 1684 1592 1562 1592 1684 1720

25 1658 1656 1534 1435 1396 1435 1534 1656 1658 1656 1534 1435 1396 1435 1534 1656

30 1581 1546 1380 1229 1178 1229 1380 1546 1581 1546 1380 1229 1178 1229 1380 1546

35 1485 1390 1175 1028 974 1028 1175 1390 1485 1390 1175 1028 974 1028 1175 1390

40 1363 1212 965 799 760 799 965 1212 1363 1212 965 799 760 799 965 1212

45 1199 973 743 615 574 615 743 973 1199 973 743 615 574 615 743 973

50 932 723 549 460 424 460 549 723 932 723 549 460 424 460 549 723

55 628 514 405 340 310 340 405 514 628 514 405 340 310 340 405 514

60 392 352 303 257 241 257 303 352 392 352 303 257 241 257 303 352

65 242 245 233 215 192 215 233 245 242 245 233 215 192 215 233 245

70 148 174 191 178 162 178 191 174 148 174 191 178 162 178 191 174

75 103 129 161 158 153 158 161 129 103 129 161 158 153 158 161 129

80 71 95 129 143 141 143 129 95 71 95 129 143 141 143 129 95

85 37 57 89 111 109 111 89 57 37 57 89 111 109 111 89 57

90 0 21 56 65 63 65 56 21 0 21 56 65 63 65 56 21

95 0 16 44 44 41 44 44 16 0 16 44 44 41 44 44 16

100 0 17 36 36 34 36 36 17 0 17 36 36 34 36 36 17

105 0 16 29 37 37 37 29 16 0 16 29 37 37 37 29 16

110 0 14 30 39 41 39 30 14 0 14 30 39 41 39 30 14

115 0 15 30 39 41 39 30 15 0 15 30 39 41 39 30 15

120 0 14 29 37 38 37 29 14 0 14 29 37 38 37 29 14

125 0 13 28 34 36 34 28 13 0 13 28 34 36 34 28 13

130 0 11 25 31 33 31 25 11 0 11 25 31 33 31 25 11

135 0 9 22 29 31 29 22 9 0 9 22 29 31 29 22 9

140 0 8 19 26 27 26 19 8 0 8 19 26 27 26 19 8

145 0 6 15 22 23 22 15 6 0 6 15 22 23 22 15 6

150 0 4 12 18 19 18 12 4 0 4 12 18 19 18 12 4

155 0 3 8 13 15 13 8 3 0 3 8 13 15 13 8 3

160 0 1 5 8 10 8 5 1 0 1 5 8 10 8 5 1

165 0 0 3 4 5 4 3 0 0 0 3 4 5 4 3 0

170 0 0 1 1 1 1 1 0 0 0 1 1 1 1 1 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Candela Tabulation
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Average Luminance (cd/m
2
)
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4414 4414 4414 4414 4296 4296 4296 4296 4075 4075 4075 3872 3872 3872 3686 3686 3686 3599

4075 3916 3773 3644 3962 3819 3689 3572 3637 3532 3435 3470 3385 3307 3316 3249 3186 3102

3760 3488 3263 3074 3653 3407 3202 3028 3256 3086 2938 3117 2976 2853 2988 2873 2771 2688

3473 3125 2855 2641 3374 3057 2809 2609 2931 2720 2547 2813 2636 2487 2705 2557 2430 2349

3215 2817 2525 2302 3124 2760 2489 2279 2653 2419 2235 2553 2353 2191 2461 2291 2150 2071

2985 2554 2252 2030 2901 2505 2224 2013 2414 2169 1980 2330 2116 1948 2251 2065 1917 1841

2778 2327 2025 1808 2702 2286 2002 1796 2208 1958 1770 2136 1915 1746 2068 1873 1721 1648

2592 2132 1834 1625 2523 2097 1815 1615 2029 1778 1595 1966 1742 1575 1907 1708 1556 1486

2426 1962 1671 1470 2363 1931 1655 1462 1873 1624 1446 1818 1594 1431 1767 1566 1415 1348

2276 1814 1530 1339 2219 1787 1517 1333 1736 1491 1320 1688 1466 1307 1643 1442 1294 1229

2141 1683 1409 1227 2090 1660 1398 1221 1615 1376 1210 1573 1354 1200 1533 1333 1189 1127
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1807
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Degrees

Degrees

Degrees

Lumens

Candela

Candela

Cone of Light Tabulation                         

18.4

Mounting 

Height (Feet)

Footcandles at 

Nadir
Diameter (Feet)

12.0

14.0

16.0

113

50.2

28.2

18.1

12.5

9.22

7.06

4.00

6.00

8.00

6
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

1805

2327.3

100.9

72.7

Direct

Field Angle (90-270):

Field Angle (0-180):

Beam Angle (90-270):

Beam Angle (0-180):

Beam Flux:

Central Cone Intensity:

Center Beam Intenisty:

CIE Type:

Beam and Field Information

Ceiling Cavity 

Reflectance
80

** Values are expressed as Lumens delivered to the task surface **
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 

5 fc 2 fc 1 fc 0.5 fc 0.2 fc 0.1 fc


