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The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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A

W
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%

Lamp: 224 white LEDs

Luminaire Description: White formed steel housing, clear patterned plastic lens enclosure. Tested in 
A.L.P. SEP240 DLC reference housing.
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 2050 Candela  

4310 Lumens

 Luminaire Efficacy: 127.3 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

6.20

Test ConditionsSummary of Results

Voltage:

Test Temperature:

33.85

Power Factor:

120.0

0.2829

Mounting: Surface – Ceiling
Ballast/Driver: One Universal Lighting Technologies Everline D10CC55UNVTZ-C driver (736 mA)

Luminous Length:

25.0

60

0.997

Current THD:

Power:

Current:

Luminous Width:



Lumens

Candela

145.55-10

97.1

125-1302.7%65-70 117.6

1.1%

0-60

0-90

2404

3558

55.8%

82.6%

0-40

90-180

4113

197

95.4%

4.6%

Zone Lumens

Zone

Polar Plot

Lumens % of Luminaire Lumens % of LuminaireLumens

20-25 140-145

9.7%

10.1% 25.0

7.5%

5.9%

8.9%

130-135

1.5%66.0

12.0

1.0%85-90419.8

433.4

419.3

382.4

322.9

255.2

21.0

18.9

18.6

18.6

25-30

135-14015-20

10-15
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60 Hz 6.20 %

4310

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w127.3Luminaire Efficacy:

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

33.85 W

Distribution - Goniophotometer

Frequency Current THD

0.2829 A 0.99725.0 °C 120.0 VAC

380.0

6.2

20501.30

Total Lumen Output:Spacing Criteria

0-5 148.9 3.5% 0.4%

ZoneZone % of Luminaire

15.8120-12560-6548.8

1.30

0.1%

0.2%

145-1509.7%

8.8%

7.4%

5.5%

3.4%

70-75

75-80

80-85

0.3%

0.3%

41.6

0.2%83.5

8.1

10.1

13.9

2.3%

1.9%

155-160

150-155

175-180

0.4%

0.5%

0.6% 4.5

3.0

1.9

1.1

0.5

0.1

170-175

165-170

160-165

0.1%

0.1%

0.4%

0.4%

0.4%

% of Luminaire

30-35

35-40

40-45

45-50

50-55
55-60

90-95

95-100

100-105

105-110

110-115

0.0%194.2 4.5% 17.5115-120

318.4

238.3

0.0%

0.0%

0.0%
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046 2046

5 2043 2040 2041 2042 2033 2042 2041 2040 2043 2040 2041 2042 2033 2042 2041 2040

10 2024 2020 2026 2039 2030 2039 2026 2020 2024 2020 2026 2039 2030 2039 2026 2020

15 1989 1989 2000 1974 1951 1974 2000 1989 1989 1989 2000 1974 1951 1974 2000 1989

20 1942 1947 1907 1805 1770 1805 1907 1947 1942 1947 1907 1805 1770 1805 1907 1947

25 1878 1875 1739 1628 1587 1628 1739 1875 1878 1875 1739 1628 1587 1628 1739 1875

30 1791 1749 1566 1403 1344 1403 1566 1749 1791 1749 1566 1403 1344 1403 1566 1749

35 1683 1575 1338 1172 1114 1172 1338 1575 1683 1575 1338 1172 1114 1172 1338 1575

40 1546 1376 1100 912 867 912 1100 1376 1546 1376 1100 912 867 912 1100 1376

45 1361 1107 846 703 659 703 846 1107 1361 1107 846 703 659 703 846 1107

50 1057 822 630 528 487 528 630 822 1057 822 630 528 487 528 630 822

55 719 588 466 392 359 392 466 588 719 588 466 392 359 392 466 588

60 451 405 351 299 280 299 351 405 451 405 351 299 280 299 351 405

65 284 284 271 250 224 250 271 284 284 284 271 250 224 250 271 284

70 176 204 224 209 190 209 224 204 176 204 224 209 190 209 224 204

75 125 153 189 186 180 186 189 153 125 153 189 186 180 186 189 153

80 88 115 152 169 166 169 152 115 88 115 152 169 166 169 152 115

85 50 72 108 132 130 132 108 72 50 72 108 132 130 132 108 72

90 0 30 70 80 77 80 70 30 0 30 70 80 77 80 70 30

95 0 25 57 56 53 56 57 25 0 25 57 56 53 56 57 25

100 1 27 48 48 45 48 48 27 1 27 48 48 45 48 48 27

105 2 26 41 49 50 49 41 26 2 26 41 49 50 49 41 26

110 2 24 41 51 54 51 41 24 2 24 41 51 54 51 41 24

115 3 25 42 52 55 52 42 25 3 25 42 52 55 52 42 25

120 3 24 41 49 51 49 41 24 3 24 41 49 51 49 41 24

125 4 22 39 46 48 46 39 22 4 22 39 46 48 46 39 22

130 4 20 36 43 45 43 36 20 4 20 36 43 45 43 36 20

135 5 18 33 40 42 40 33 18 5 18 33 40 42 40 33 18

140 5 16 29 37 38 37 29 16 5 16 29 37 38 37 29 16

145 6 14 24 32 34 32 24 14 6 14 24 32 34 32 24 14

150 6 12 21 28 29 28 21 12 6 12 21 28 29 28 21 12

155 6 11 17 22 24 22 17 11 6 11 17 22 24 22 17 11

160 6 9 13 16 19 16 13 9 6 9 13 16 19 16 13 9

165 6 8 10 12 14 12 10 8 6 8 10 12 14 12 10 8

170 6 7 8 8 9 8 8 7 6 7 8 8 9 8 8 7

175 6 6 7 6 6 6 7 6 6 6 7 6 6 6 7 6

180 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6

1679
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Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)
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Candela Tabulation

Horizontal Angle (Degrees)

85

55

1851

2183

45



5084 5084 5084 5084 4943 4943 4943 4943 4679 4679 4679 4438 4438 4438 4217 4217 4217 4113

4688 4503 4336 4186 4553 4387 4236 4100 4170 4048 3936 3970 3872 3781 3786 3709 3636 3536

4323 4007 3746 3527 4196 3911 3673 3470 3730 3532 3361 3563 3400 3257 3409 3276 3158 3060

3991 3588 3275 3026 3873 3507 3219 2987 3355 3111 2911 3214 3010 2838 3083 2913 2767 2672

3694 3232 2894 2635 3586 3164 2850 2607 3035 2765 2552 2916 2685 2498 2804 2608 2446 2354

3428 2929 2580 2323 3329 2871 2545 2302 2761 2478 2260 2659 2413 2220 2564 2351 2180 2091

3189 2668 2319 2068 3099 2619 2290 2052 2525 2235 2019 2437 2182 1988 2355 2132 1957 1872

2975 2443 2098 1857 2893 2401 2075 1844 2319 2029 1818 2243 1985 1793 2172 1943 1768 1687

2784 2248 1911 1679 2709 2211 1891 1669 2140 1853 1648 2074 1816 1628 2012 1780 1608 1529

2612 2077 1750 1529 2544 2045 1733 1520 1983 1701 1503 1925 1670 1486 1870 1639 1470 1395

2457 1928 1611 1400 2395 1899 1597 1393 1845 1569 1379 1794 1542 1364 1745 1516 1350 1279
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70

Ceiling Cavity 

Reflectance
80

** Values are expressed as Lumens delivered to the task surface **

50 30 10 30 0

70

6

7

8

9

10

Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

2043

2647.5

101.0

73.1

Direct

Field Angle (90-270):

Field Angle (0-180):

Beam Angle (90-270):

Beam Angle (0-180):

Beam Flux:

Central Cone Intensity:

Center Beam Intenisty:

CIE Type:

Beam and Field Information

18.4

Mounting 

Height (Feet)

Footcandles at 

Nadir
Diameter (Feet)

12.0

14.0

16.0

128

56.8

32.0

20.5

14.2

10.4

7.99

4.00

6.00

8.00

136.8

134.9

11.5

13.8

16.1

4.61

6.92

9.22

2046

Degrees

Degrees

Degrees

Degrees

Lumens

Candela

Candela

Cone of Light Tabulation                         
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 

5 fc 2 fc 1 fc 0.5 fc 0.2 fc 0.1 fc


