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The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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A
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%

Lamp: 224 white LEDs

Luminaire Description: White formed steel housing, clear patterned plastic lens enclosure. Tested in 
A.L.P. SEP240 DLC reference housing.
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 2419 Candela  

4992 Lumens

 Luminaire Efficacy: 123.2 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

6.15

Test ConditionsSummary of Results

Voltage:

Test Temperature:

40.53

Power Factor:

120.0

0.3387

Mounting: Surface – Ceiling
Ballast/Driver: One Universal Lighting Technologies Everline D10CC55UNVTZ-C driver (880 mA)

Luminous Length:

25.2

60

0.997

Current THD:

Power:

Current:

Luminous Width:



Lumens

Candela

171.85-10

110.3

125-1302.7%65-70 134.6
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0-90

2832

4180

56.7%

83.7%

0-40

90-180

4809

183

96.3%

3.7%

Zone Lumens

Zone

Polar Plot

Lumens % of Luminaire Lumens % of LuminaireLumens

20-25 140-145

9.9%

10.2% 25.7

7.6%

6.0%

9.0%

130-135

1.5%73.4

11.0

0.9%85-90494.7

509.8

492.4

448.1

377.5

297.2

20.9

18.3

17.9

18.0

25-30

135-14015-20

10-15
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60 Hz 6.15 %

4992

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w123.2Luminaire Efficacy:

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

40.53 W

Distribution - Goniophotometer

Frequency Current THD

0.3387 A 0.99725.2 °C 120.0 VAC

448.1

4.9

24191.30

Total Lumen Output:Spacing Criteria

0-5 171.6 3.4% 0.3%

ZoneZone % of Luminaire

15.0120-12560-6557.7

1.30

0.1%

0.1%

145-1509.9%

9.0%

7.5%

5.6%

3.4%

70-75

75-80

80-85

0.3%

0.2%

44.6

0.2%94.2

6.8

8.9

13.0

2.2%

1.9%

155-160

150-155

175-180

0.4%

0.4%

0.5% 3.2

1.8

0.8

0.2

0.0

0

170-175

165-170

160-165

0.0%

0.1%

0.3%

0.4%

0.4%

% of Luminaire

30-35

35-40

40-45

45-50

50-55
55-60

90-95

95-100

100-105

105-110

110-115

0.0%225.1 4.5% 16.9115-120

375.9

281.5

0.0%

0.0%

0.0%
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414 2414

5 2411 2407 2410 2412 2399 2412 2410 2407 2411 2407 2410 2412 2399 2412 2410 2407

10 2388 2384 2392 2409 2400 2409 2392 2384 2388 2384 2392 2409 2400 2409 2392 2384

15 2348 2348 2365 2333 2303 2333 2365 2348 2348 2348 2365 2333 2303 2333 2365 2348

20 2292 2299 2249 2127 2087 2127 2249 2299 2292 2299 2249 2127 2087 2127 2249 2299

25 2216 2215 2049 1919 1868 1919 2049 2215 2216 2215 2049 1919 1868 1919 2049 2215

30 2112 2065 1844 1648 1583 1648 1844 2065 2112 2065 1844 1648 1583 1648 1844 2065

35 1985 1857 1572 1372 1298 1372 1572 1857 1985 1857 1572 1372 1298 1372 1572 1857

40 1822 1620 1290 1066 1013 1066 1290 1620 1822 1620 1290 1066 1013 1066 1290 1620

45 1603 1301 988 817 765 817 988 1301 1603 1301 988 817 765 817 988 1301

50 1245 962 731 615 566 615 731 962 1245 962 731 615 566 615 731 962

55 835 685 541 454 414 454 541 685 835 685 541 454 414 454 541 685

60 525 469 405 343 323 343 405 469 525 469 405 343 323 343 405 469

65 326 327 311 287 257 287 311 327 326 327 311 287 257 287 311 327

70 198 233 256 239 216 239 256 233 198 233 256 239 216 239 256 233

75 138 173 215 211 205 211 215 173 138 173 215 211 205 211 215 173

80 95 128 172 191 188 191 172 128 95 128 172 191 188 191 172 128

85 50 76 119 148 145 148 119 76 50 76 119 148 145 148 119 76

90 0 28 74 86 83 86 74 28 0 28 74 86 83 86 74 28

95 0 21 59 58 55 58 59 21 0 21 59 58 55 58 59 21

100 0 24 48 48 45 48 48 24 0 24 48 48 45 48 48 24

105 0 22 40 50 50 50 40 22 0 22 40 50 50 50 40 22

110 0 20 40 52 55 52 40 20 0 20 40 52 55 52 40 20

115 0 21 41 52 56 52 41 21 0 21 41 52 56 52 41 21

120 0 20 40 49 52 49 40 20 0 20 40 49 52 49 40 20

125 0 18 37 46 49 46 37 18 0 18 37 46 49 46 37 18

130 0 15 34 42 45 42 34 15 0 15 34 42 45 42 34 15

135 0 13 30 39 41 39 30 13 0 13 30 39 41 39 30 13

140 0 10 25 35 37 35 25 10 0 10 25 35 37 35 25 10

145 0 8 20 30 31 30 20 8 0 8 20 30 31 30 20 8

150 0 6 16 24 26 24 16 6 0 6 16 24 26 24 16 6

155 0 4 11 17 20 17 11 4 0 4 11 17 20 17 11 4

160 0 2 7 11 14 11 7 2 0 2 7 11 14 11 7 2

165 0 1 4 5 7 5 4 1 0 1 4 5 7 5 4 1

170 0 0 1 1 2 1 1 0 0 0 1 1 2 1 1 0

175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)
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Candela Tabulation

Horizontal Angle (Degrees)

85

55

2119

2521

45



5899 5899 5899 5899 5741 5741 5741 5741 5445 5445 5445 5174 5174 5174 4925 4925 4925 4809

5446 5233 5042 4870 5294 5103 4930 4774 4860 4719 4591 4636 4524 4419 4431 4341 4257 4145

5024 4661 4361 4108 4882 4554 4279 4046 4352 4123 3926 4165 3977 3812 3993 3839 3702 3592

4641 4176 3816 3529 4509 4086 3754 3487 3916 3635 3404 3759 3523 3324 3614 3416 3247 3139

4297 3764 3374 3076 4175 3688 3326 3046 3545 3233 2986 3412 3145 2928 3288 3061 2872 2767

3989 3413 3010 2713 3877 3348 2972 2691 3227 2898 2647 3113 2828 2603 3007 2760 2561 2460

3712 3111 2707 2417 3611 3056 2676 2400 2951 2616 2366 2854 2559 2333 2763 2503 2300 2202

3464 2849 2451 2172 3372 2802 2425 2158 2712 2376 2131 2628 2329 2105 2549 2283 2079 1985

3242 2622 2233 1965 3158 2581 2212 1954 2503 2171 1933 2430 2131 1912 2361 2092 1891 1801

3042 2424 2046 1790 2966 2388 2028 1781 2320 1993 1764 2256 1959 1746 2196 1927 1729 1643

2862 2250 1884 1640 2793 2219 1868 1633 2159 1839 1618 2102 1810 1603 2049 1782 1589 1507
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Reflectance
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Reflectance
80

** Values are expressed as Lumens delivered to the task surface **

50 30 10 30 0

70

6

7

8

9

10

Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

2412

3111.0

100.9

72.7

Direct

Field Angle (90-270):

Field Angle (0-180):

Beam Angle (90-270):

Beam Angle (0-180):

Beam Flux:

Central Cone Intensity:

Center Beam Intenisty:

CIE Type:

Beam and Field Information

18.4

Mounting 

Height (Feet)

Footcandles at 

Nadir
Diameter (Feet)

12.0

14.0

16.0

151

67.0

37.7

24.1

16.8

12.3

9.43

4.00

6.00

8.00

135.9

133.1

11.5

13.8

16.1

4.61

6.91

9.21

2414

Degrees

Degrees

Degrees

Degrees

Lumens

Candela

Candela

Cone of Light Tabulation                         
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 

5 fc 2 fc 1 fc 0.5 fc 0.2 fc 0.1 fc


