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Luminaire Description: White formed steel housing, frosted plastic linear prismatic lens enclosure
Lamp: 112 white LEDs

Mounting: Surface — Ceiling

Ballast/Driver: One Universal Lighting Technologies D700C30UNVTZ-C driver

Luminaire

Luminaire Characteristics

Luminous Length: 23.00 in.
Luminous Width: 4.750 in.
Luminous Height: 1.75 in.
Summary of Results Test Conditions
Total Luminaire Output: 3324 Lumens Test Temperature: 25.1 °C
Luminaire Efficacy: 133 Im/w Voltage: 120.0 VAC
Maximum Candela: 1051 Candela Current: 0.2093 A
Power: 2499 W
Power Factor: 0.995
Frequency: 60 Hz
Current THD: 8.03 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied

Test Number 11944793.16 - Page 2 of 6



Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current

Power

Power Factor

Freguency

Current THD

25.1°C

120.0 VAC

0.2093 A

24.99 W

0.995

60 Hz

8.03 %

Spacing Criteria

0-180: 1.18
90-270: 1.31

Summary of Results

Polar Plot

Total Lumen Output:
Luminaire Efficacy:
Maximum Candela:
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens [% of Luminaire Zone Lumens % of Luminaire
0-5 25.0 0.8% 60-65 199.8 6.0% 120-125 45 0.1%
5-10 74.1 2.2% 65-70 175.3 5.3% 125-130 2.1 0.1%
10-15 120.9 3.6% 70-75 149.9 4.5% 130-135 0.7 0.0%
15-20 163.4 4.9% 75-80 125.0 3.8% 135-140 0.1 0.0%
20-25 200.0 6.0% 80-85 101.1 3.0% 140-145 0 0.0%
25-30 229.4 6.9% 85-90 78.8 2.4% 145-150 0 0.0%
30-35 250.3 7.5% 90-95 60.1 1.8% 150-155 0 0.0%
35-40 261.1 7.9% 95-100 44.2 1.3% 155-160 0 0.0%
40-45 263.0 7.9% 100-105 31.0 0.9% 160-165 0 0.0%
45-50 256.4 7.7% 105-110 20.8 0.6% 165-170 0 0.0%
50-55 243.0 7.3% 110-115 13.2 0.4% 170-175 0 0.0%
55-60 223.0 6.7% 115-120 8.0 0.2% 175-180 0 0.0%
Zone Lumens |% of Luminaire
0-40 1324 39.8%
0-60 2310 69.5%
0-90 3140 94.4%
90-180 185 5.6%

Test Number 11944793.16 - Page 3 of 6




Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 225 | 45 67.5 | 90 [112.5| 135 |157.5| 180 | 202.5| 225 | 247.5| 270 | 292.5 | 315 | 337.5
0 1045 1045 | 1045 1045 | 1045 | 1045 | 1045 [ 1045 | 1045 1045 | 1045 | 1045 1045 1045 1045 1045
5 1037 1047 | 1044 1039 | 1040 | 1039 | 1044 | 1047 | 1037 1047 1044 | 1039 1040 1039 1044 1047
10 1021 | 1033 | 1032 | 1029 | 1030 | 1029 | 1032 | 1033 | 1021 | 1033 | 1032 | 1029 1030 1029 1032 | 1033
15 993 1006 | 1010 1013 | 1015 | 1013 | 1010 | 1006 993 1006 | 1010 | 1013 1015 1013 1010 1006
20 950 965 977 986 990 | 986 977 965 950 965 977 986 990 986 977 965
25 902 918 934 951 958 | 951 934 918 902 918 934 951 958 951 934 918
30 826 851 887 911 922 | 911 887 851 826 851 887 911 922 911 887 851
35 753 780 822 862 876 | 862 822 780 753 780 822 862 876 862 822 780
40 656 691 752 804 822 | 804 752 691 656 691 752 804 822 804 752 691
45 566 605 680 743 765 | 743 680 605 566 605 680 743 765 743 680 605
50 474 517 605 681 702 | 681 605 517 474 517 605 681 702 681 605 517
55 383 429 531 614 636 | 614 531 429 383 429 531 614 636 614 531 429
60 299 346 458 546 569 | 546 458 346 299 346 458 546 569 546 458 346
65 226 272 391 482 505 | 482 391 272 226 272 391 482 505 482 391 272
70 162 208 331 421 443 | 421 331 208 162 208 331 421 443 421 331 208
75 107 155 276 362 382 | 362 | 276 155 107 155 276 362 382 362 276 155
80 62 111 227 307 322 | 307 227 111 62 111 227 307 322 307 227 111
85 25 76 183 252 265 | 252 183 76 25 76 183 252 265 252 183 76
90 0 50 144 202 212 | 202 144 50 0 50 144 202 212 202 144 50
95 0 30 110 157 164 | 157 110 30 0 30 110 157 164 157 110 30
100 0 17 80 117 122 117 80 17 0 17 80 117 122 117 80 17
105 0 8 56 84 88 84 56 8 0 8 56 84 88 84 56 8
110 0 2 37 59 62 59 37 2 0 2 37 59 62 59 37 2
115 0 0 22 40 43 40 22 0 0 0 22 40 43 40 22 0
120 0 0 11 25 29 25 11 0 0 0 11 25 29 25 11 0
125 0 0 4 15 18 15 4 0 0 0 4 15 18 15 4 0
130 0 0 0 7 10 7 0 0 0 0 0 7 10 7 0 0
135 0 0 0 1 3 1 0 0 0 0 0 1 3 1 0 0
140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Average Luminance (cd/mz)
Horizontal Angle (Degrees)
0 45 90
e 0 14830 14830 14830
8 45 10550 10370 11220
3 :‘,’ 55 8549 9058 10310
j=Na) 65 6514 7846 9469
2 75 4575 6952 8805
85 2205 6479 8269
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity

Reflectance i 50 30 10 0
ReerWc atlgnce 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
';‘;?i? ((;@'F'g ** Values are expressed as Lumens delivered to the task surface **
0 3914| 3914 | 3914 | 3914 | 3801 | 3801 | 3801 | 3801 | 3591 | 3591 | 3591 | 3399 | 3399 3399 3223 3223 | 3223 [3140
1 3519 | 3337 3175 | 3029 3406 | 3243 | 3095 | 2961 | 3065 | 2944 2833 | 2902 | 2804 2713 2752 2673 2600 2515
2 3186 | 2889 | 2644 | 2438 | 3078 | 2809 | 2584 | 2394 | 2659 | 2471 | 2309 | 2521 | 2365 2228 2393 2265 | 2151 [2066
S 2898 | 2529 2243 | 2015 2798 | 2461 | 2197 | 1984 | 2334 | 2110 1925 | 2216 | 2027 1868 2107 1948 1812 | 1729
4 2651 | 2237 1934 | 1702 | 2558 | 2180 | 1898 | 1680 | 2071 | 1828 | 1636 | 1971 | 1763 1594 1878 1700 | 1552 | 1472
5 2437 1997 1690 | 1463 2353 | 1948 | 1661 | 1446 | 1856 | 1605 1413 1770 | 1552 1380 1690 1500 1348 | 1271
6 2250 1797 1493 | 1275 2173 | 1756 | 1470 | 1262 | 1676 | 1424 1236 1602 | 1380 1210 1533 1338 1185 |1111
7 2086 1629 1333 | 1125 2017 | 1593 | 1313 | 1114 | 1524 | 1275 1093 1460 | 1238 1073 1400 1203 1052 | 982
8 1942 | 1486 1200 | 1003 1879 | 1455|1183 | 994 | 1395 | 1151 977 1339 | 1120 960 1287 1090 943 | 876
9 1814 | 1364 | 1088 901 1757 | 1337 | 1074 | 894 | 1284 | 1046 880 1235 | 1020 865 1189 994 851 | 788
10 1701 | 1258 993 817 1649 | 1234 | 981 810 | 1188 957 798 1145 935 786 1104 912 774 714
Beam and Field Information
CIE Type: Direct
Center Beam Intenisty: 1045 Candela
Central Cone Intensity: 1044 Candela
Beam Flux: 2148.3 Lumens
Beam Angle (0-180): 94.6 Degrees
Beam Angle (90-270): 127.2 Degrees
Field Angle (0-180): 150.5 Degrees
Field Angle (90-270): 204.7 Degrees
Cone of Light Tabulation
Mounting Footcandles at

Height (Feet)

4.00

6.00

8.00

10.0

12.0

14.0

16.0

Diameter (Feet)

A
AN
[\
N

Nadir

65.3 5.00
29.0 7.50
16.3 10.00
105 125
7.26 15.0
5.33 175
4.08 20.0
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