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23.00 in.
4.750 in.
1.75 in.

°C

VAC

A

W

Hz
%

Test Temperature:

17.10

Power Factor:

120.0

0.1439

Ballast/Driver: One Universal Lighting Technologies D700C30UNVTZ-C driver

Luminous Length:

24.6

60

0.990

Current THD:

Power:

Current:

Luminous Width:
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela: 739 Candela  

2336 Lumens

 Luminaire Efficacy: 136.6 lm/w 

Luminous Height:

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

10.3

Test ConditionsSummary of Results

Voltage:

Mounting: Surface – Ceiling

Luminaire Description: White formed steel housing, frosted plastic linear prismatic lens enclosure
Lamp: 112 white LEDs
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Total Lumen Output:Spacing Criteria

0-5 143.7 6.2% 0.1%

ZoneZone % of Luminaire

2.5120-12560-6517.6

1.19

Zonal Lumen Summary

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

17.10 W

Distribution - Goniophotometer

Frequency Current THD

0.1439 A 0.99024.6 °C 120.0 VAC 60 Hz 10.3 %

2336

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w136.6Luminaire Efficacy:

135-14015-20

10-15
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6 735.6

5 728.7 735.5 731.5 733.0 733.4 733.0 731.5 735.5 728.7 735.5 731.5 733.0 733.4 733.0 731.5 735.5

10 716.9 724.6 722.7 725.9 726.7 725.9 722.7 724.6 716.9 724.6 722.7 725.9 726.7 725.9 722.7 724.6

15 697.1 705.9 707.0 713.5 715.6 713.5 707.0 705.9 697.1 705.9 707.0 713.5 715.6 713.5 707.0 705.9

20 668.4 678.9 683.9 693.9 697.7 693.9 683.9 678.9 668.4 678.9 683.9 693.9 697.7 693.9 683.9 678.9

25 631.8 643.9 654.8 669.2 673.8 669.2 654.8 643.9 631.8 643.9 654.8 669.2 673.8 669.2 654.8 643.9

30 585.4 601.6 619.8 639.6 646.2 639.6 619.8 601.6 585.4 601.6 619.8 639.6 646.2 639.6 619.8 601.6

35 533.5 552.4 579.3 604.1 611.9 604.1 579.3 552.4 533.5 552.4 579.3 604.1 611.9 604.1 579.3 552.4

40 474.5 496.9 533.3 563.0 571.5 563.0 533.3 496.9 474.5 496.9 533.3 563.0 571.5 563.0 533.3 496.9

45 412.5 439.0 484.6 519.7 529.7 519.7 484.6 439.0 412.5 439.0 484.6 519.7 529.7 519.7 484.6 439.0

50 349.2 379.2 434.3 473.7 484.2 473.7 434.3 379.2 349.2 379.2 434.3 473.7 484.2 473.7 434.3 379.2

55 287.1 319.2 382.8 426.7 437.7 426.7 382.8 319.2 287.1 319.2 382.8 426.7 437.7 426.7 382.8 319.2

60 228.1 261.4 332.5 379.3 390.5 379.3 332.5 261.4 228.1 261.4 332.5 379.3 390.5 379.3 332.5 261.4

65 174.5 207.8 284.3 333.8 344.9 333.8 284.3 207.8 174.5 207.8 284.3 333.8 344.9 333.8 284.3 207.8

70 126.6 159.5 238.8 289.5 300.6 289.5 238.8 159.5 126.6 159.5 238.8 289.5 300.6 289.5 238.8 159.5

75 84.9 117.0 196.5 246.9 257.1 246.9 196.5 117.0 84.9 117.0 196.5 246.9 257.1 246.9 196.5 117.0

80 50.1 81.2 158.1 206.3 216.0 206.3 158.1 81.2 50.1 81.2 158.1 206.3 216.0 206.3 158.1 81.2

85 21.2 52.7 123.5 167.8 176.6 167.8 123.5 52.7 21.2 52.7 123.5 167.8 176.6 167.8 123.5 52.7

90 0.0 31.8 93.9 133.2 140.9 133.2 93.9 31.8 0.0 31.8 93.9 133.2 140.9 133.2 93.9 31.8

95 0.0 17.4 68.9 102.3 108.8 102.3 68.9 17.4 0.0 17.4 68.9 102.3 108.8 102.3 68.9 17.4

100 0.0 8.5 48.4 76.0 81.3 76.0 48.4 8.5 0.0 8.5 48.4 76.0 81.3 76.0 48.4 8.5

105 0.0 3.4 32.1 54.3 58.9 54.3 32.1 3.4 0.0 3.4 32.1 54.3 58.9 54.3 32.1 3.4

110 0.0 0.6 20.0 37.2 41.1 37.2 20.0 0.6 0.0 0.6 20.0 37.2 41.1 37.2 20.0 0.6

115 0.0 0.0 11.3 24.3 27.7 24.3 11.3 0.0 0.0 0.0 11.3 24.3 27.7 24.3 11.3 0.0

120 0.0 0.0 5.2 14.8 17.7 14.8 5.2 0.0 0.0 0.0 5.2 14.8 17.7 14.8 5.2 0.0

125 0.0 0.0 1.4 8.0 10.3 8.0 1.4 0.0 0.0 0.0 1.4 8.0 10.3 8.0 1.4 0.0

130 0.0 0.0 0.1 3.2 4.9 3.2 0.1 0.0 0.0 0.0 0.1 3.2 4.9 3.2 0.1 0.0

135 0.0 0.0 0.0 0.6 1.1 0.6 0.0 0.0 0.0 0.0 0.0 0.6 1.1 0.6 0.0 0.0

140 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Average Luminance (cd/m
2
)
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2753 2753 2753 2753 2675 2675 2675 2675 2531 2531 2531 2398 2398 2398 2277 2277 2277 2220

2477 2350 2236 2134 2399 2284 2181 2087 2162 2078 2000 2050 1981 1917 1947 1892 1840 1781

2242 2033 1861 1716 2167 1979 1821 1687 1875 1743 1629 1780 1671 1574 1692 1602 1522 1463

2039 1779 1578 1418 1969 1733 1547 1397 1645 1487 1357 1564 1431 1319 1489 1377 1281 1223

1865 1573 1360 1197 1801 1534 1335 1182 1460 1288 1153 1391 1243 1124 1326 1201 1097 1040

1714 1404 1188 1028 1655 1371 1168 1017 1307 1130 995 1248 1094 973 1193 1059 952 898

1582 1263 1049 896 1529 1235 1033 887 1180 1002 870 1129 972 853 1082 944 836 784

1467 1145 936 790 1418 1120 923 783 1073 897 769 1029 872 755 988 848 742 693

1365 1044 842 704 1321 1023 831 698 982 810 687 944 789 675 908 768 664 618

1275 958 764 632 1236 939 754 628 904 736 618 870 718 609 839 701 600 555

1195 884 697 573 1160 867 689 569 836 673 561 806 658 553 779 643 545 503
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10.0
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Degrees
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Cone of Light Tabulation                         

20.0

Mounting 

Height (Feet)

Footcandles at 

Nadir
Diameter (Feet)

12.0

14.0

16.0

46.0

20.4
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2.87

4.00

6.00
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

735

1526.7

97.1

124.9

Direct

Field Angle (90-270):

Field Angle (0-180):

Beam Angle (90-270):

Beam Angle (0-180):

Beam Flux:

Central Cone Intensity:

Center Beam Intenisty:

CIE Type:

Beam and Field Information

Ceiling Cavity 

Reflectance
80

** Values are expressed as Lumens delivered to the task surface **
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ISOFootcandle Plot

Mounting Height - 8 Feet
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Grid Lines in Units of Mounting Height 
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