VAPORTITE STRIP—
LED TUBES

FEATURES:

=

IP67 rated & sanitation/ NSF CSA rated

Easy to clean and service

Lengths of 2", 4" or 8

Plastic (standard) or stainless steel

Frosted acrylic ribbed diffuser

Limited warranty: 5 years on

lumin

aire

BAA Compliant

PRODUCT DESCRIPTION:

The perfect solution for harsh conditions,
TechBrite's LED Tube Vaportite Strip is damp
listed, wet listed and certified NSF/ ANSI2

Sanitation. With an IP67 rating, the LED

Vaportite Strip is designed to minimize the
retention of liquids or debris when hosed down.
TechBrite's LED Tube Vaportite Strip meets or
exceeds all applicable NSF/ ANSI sanitation
requirements.

APPLICATIONS:

Food Processing Facilities

Parking Garages

Refrigerated Storage

Breweries and Bottling Facilities

Livestock Facilities

Traffic Tunnels

Exterior

Commercial/ Industrial

Socket Lamp Type
Series | Length | Width | # of Tubes Type Reflector Wiring P VP
Type Wired single
V |Vaportite| 2 | 2 Foot | 7 | 7" |Two/ Four Foot|SS|LED Tubes Shunted |BCXX| Ballast Cvr [00PO | Prewired BLANK end with
unshunted
4 | 4 Foot 1 1lamp Unshunted [MRXX Miro 4 sockets
8 | 8 Foot 2 2 lamp Wired
opposing
3| 3lamp WOE ends with
Eight Foot shunted
sockets
2 2 lamp
4 4 lamp
6 6 lamp
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